
 

 

SuperWand  

Hand-Held Metal Detector 

www.pointsecurityinc.com  

1-800-476-1607 

Key features 

 360° Detection Field 

 Pinpointing Tip 

 Optimum Sensitivity 

 Self-Calibrating 

 Elongated 8.75” (22.2 cm) scan surface 

 Easy and Convenient to Use 

 Dual Alarm Mode 

 Clear Audible or Silent / Vibrate LED 
alarm signal. 

 Rugged injection molded construction 

 Ergonomically designed grip 

 One-Touch button operation 

 Easy On/Off battery cover 
 Power Switch and LEDs 

Point Security, Inc. 
5815 NC Hwy 8 South 

Lexington, NC 27292 

1-800-476-1607 

The SuperWand’s 360° detection field provides uniform sensitivity and tip pinpointing 
to detect weapons and other metal objects with extreme accuracy.  
 

From U.S. airports to sporting events, the lightweight SuperWand is the hand-held of 
choice for today’s security screener. 

Specifications 

 

Indicators Silent/Vibrate 

 Audible Speaker 
 LED Alert Lights 

  Green LED = ON 

  Amber LED = Low Battery 

  Red LED = Alarm 

 

Controls 3-Way Switch 

  On (Speaker / LED Light) 
  OFF 

  On (Vibrating / LED Light)
  

 

Operating Temperatures -35°F to 158°F 

 

Humidity to 95% noncondensing 

 

Operating Frequency 95 kHz 

 

Audio Frequency  2 kHz 

 

Tuning Automatic 

 

Dimensions 19”L x 3.25”W x 1.25”T 

 

Weight  18.6 oz. 
 

Battery Single 9v battery (up to 80 hours 
 of normal operation.) (included) 
 (Optional) NiMH Rechargeable bat-
 tery (up to 20 hours on each 12-

 hour recharge.) 
 

Warranty Limited, 24 months parts and labor 


